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Name of Authors
Working Place Information
Abstract: Abstract should not exceed 300 words for regular papers or 75 words for technical notes and correspondence, and without equations, references, or footnotes.
Keywords: At least four key words or phrases in alphabetical order, separated by commas.

1. INTRODUCTION

The paper in a double-column single-line format using font size 12 in MS Word. 
Each paper must be divided into two parts. The first part includes the title, authors’ name, abstract and keywords. The second part is the main body of the paper.
2. PAPER SIZE AND FORMAT

Each paper size should be A4 and the following margins should be set: 

	Left margin               
	20 mm

	Right margin                      
	20 mm

	Top margin            
	22 mm

	Bottom margin
	30 mm

	Header

Footer
	12 mm
12 mm


3. FONTS AND STYLE

3.1. First part

The first part includes the paper title, authors’ name, abstract and keywords. All fonts must be in Time New Roman, and the font size of the title, authors’ name, abstract, and keywords is bold 14pt, bold 10pt, 10pt, and 10pt, respectively.

3.2. Paper body

The second part consisting of the paper body must be edited in double column format, with each column 80 mm in width and separated by 8 mm. The top-level heading, usually called section and numbered in Roman numerals, shall appear centered on the column with Time New Roman capital bold 10pt. The numbered level-two heading must be shown in Time New Roman 10 pt font. The main text uses Time New Roman 10 pt with single spacing. New paragraphs indent 3.5 mm on the first line.

3.3. Subsection

The numbering of the subsection should take the above form.

4. FIGURE / TABLE / EQUATION

4.1. Figure

Clear figures in black and white should be used. 

4.2. Table
Table 1.
The caption must be shown before the table. 
	
	A
	B
	C

	(1)
	150 %
	16.3 %
	18.2 %

	(2)
	31.1 %
	33.8 %
	29.8 %

	(3)
	13.3 %
	12.1 %
	11.1 %


4.3. Equation
Theorem 1: Equations are made as follows:
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Proof: Each equation should be separated by a comma. 
4.4. Equation/figure/table citation

(1)-(2) stand for the system dynamics. Fig. 1 is the figure. Table 1 is cited as such. In the paper, all authors are required to use the SI unit.

4.5. References
References should appear in a separate bibliography at the end of the paper, with items referred to by numerals in square brackets [1,4-5]. Time New Roman 10 pt is used for references [5]. 

5. CONCLUSIONS
APPENDIX A
The author(s) can insert an appendix with a meaningful title here.
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